
345-000-01

Supplied in pair

unit: mm

15

Ø
5

D

345-000-02 345-000-08

345-000-04 345-000-10

345-000-06

345-000-03 345-000-09

345-000-05
345-000-TS

345-000-01 345-000-07SØ1mm

SØ1.5mm

SØ2.0mm

SØ2.5mm

SØ3.0mm

SØ3.5mm

SØ4.0mm

SØ4.5mm

SØ5.0mm

SØ6.0mm

Ball dia.(D) Ball dia.(D)Code Code

10 pairs/set, including 
all above tips

Install points

BALL TIPS FOR GEAR TOOTH MICROMETERSERIES 345

344-001-11

344-002-11

344-003-11

344-004-11

344-001-12

Range(outside) Range(inside)

0-25mm

25-50mm

50-75mm

75-100mm

0-25mm

1.6-26.5mm

26.5-51.5mm

51.5-76.5mm

76.5-101.5mm

1.6-26.5mm

10μm

10μm

10μm

10μm

10μm

Code

13

13

13

13

6.5

Accuracy L

Graduation 0.01mm  

Measure width of grooves inside bores

Non-rotating spindle

Two graduations for inside and outside 

measurement

unit: mm

GROOVE MICROMETERSERIES 344

Application

344-002-11
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L
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6
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Ø
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Ø
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Ø
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102 57 3.5

0.75

32

0.75

L

Ø
6
.5

Ø
1
3

Ø
1
0

Ø
1
6

Ø
1
9

102 72

0.75

32

344-004-01

No ratchet stop

Two-directional 
ratchet stop

344-001-01

344-002-01

344-003-01

344-004-01

344-001-02

Range(outside) Range(inside)

0-25mm

25-50mm

50-75mm

75-100mm

0-25mm

1.6-26.5mm

26.5-51.5mm

51.5-76.5mm

76.5-101.5mm

1.6-26.5mm

10μm

10μm

10μm

10μm

10μm

Code

13

13

13

13

6.5

Accuracy L

No ratchet stop Two-directional ratchet stop

*344-001-02 and 344-001-12 do not have sleeve.

sleeve

100

MICROMETER


