
L

Resolution: 0.001mm/0.00005"

IP65 protection level

Button: on/off, set, mm/inch,ABS/INC, 

data output

Automatic power off

Data output 

Ratchet stop

Carbide measuring faces

Setting rings are included

L

361-000-25

361-000-30

361-000-40

361-000-50

361-000-60

2.5-3mm/0.10-0.12"

3-4mm/0.12-0.16"

4-5mm/0.16-0.20"

5-6mm/0.20-0.24"

2-2.5mm/0.08-0.10" 6μm

6μm

6μm

6μm

6μm

Ø2.5mm

Ø2.5mm

Ø4mm

Ø5mm

Ø6mm

12

12

22

22

22

Code Range Accuracy Setting ring setting ring(included)

setting ring(included)

361-000-50
unit: mm

Graduation: 0.001mm

Carbide measuring faces

Ratchet stop

Setting rings are included

L

362-000-25

362-000-30

362-000-40

362-000-50

362-000-60

2.5-3mm

3-4mm

4-5mm

5-6mm

2-2.5mm 6μm

6μm

6μm

6μm

6μm

Ø2.5mm

Ø2.5mm

Ø4mm

Ø5mm

Ø6mm

12

12

22

22

22

Code Range Accuracy Setting ring

362-000-25

unit: mm

L

DIGITAL TWO POINTS INSIDE
MICROMETER

SERIES 361

TWO POINTS INSIDE MICROMETERSERIES 362
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