
Ø
1

8

a L 17 66

3

h Ø
6

.5

unit: mm

Graduation 0.01mm

Ratchet stop

Carbide measuring faces

LONG SPINDLE OUTSIDE MICROMETER 379

379-001-01 0-25mm 57 14 384µm

Code Range L a hAccuracy

Resolution 0.001mm/0.00005"

IP65 protection level

Button: on/off, set, mm/inch, ABS/INC, 

data output

Automatic power off

Data output

Ratchet stop

376-001-01 0-25mm/0-1"

376-001-02 0-25mm/0-1"

flat(carbide)

flat(carbide)

spherical(SR5)

spherical(SR5)

flat(carbide)plain

376-001-03 0-25mm/0-1"

376-001-04 0-25mm/0-1"

with clamp nut

plain

with clamp nut

plain

376-001-05 0-25mm/0-1" ±2µm

±2µm

±2µm

±2µm

±2µm

Code

Code

Range

Range

Spindle tip

Spindle tip

Stem

Stem

Rotating spindle

Accuracy

Accuracy

Non-rotating spindle

DIGITAL MICROMETER HEADSERIES 376
Data output

376-001-04

17.5

46

Ø
6
.5

68

4
6

M12x0.5

Ø
1
2
 0

Ø
1
8

45

376-001-01

161

-0
.0

11

Ø
6
.5
17.5

46

68

Ø
1
2
 0 -0

.0
11

45

376-001-02

Ø
1
8

161

17.5

46

Ø
6
.5

68

Ø
1
2
 0 -0

.0
11

45

376-001-04

SR5

Ø
1
8

161

17.5
46

68

4
6

M12x0.5

Ø
1
2
 0 -0

.0
11

Ø
1
8

45

376-001-03

161

Ø
6
.5

SR5

Non-rotating

Ø
1
8

376-001-05

17.5

56Ø
6
.5

68
10

Ø
11

Ø
1
2
 0 -0

.0
11

161

45

IP67IP65

unit: mm
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