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MICROMETER

Measure wall thickness of tubes

Resolution 0.001mm/0.00005"

IP65 protection level 

Button: on/off, set, mm/inch, ABS/INC, 

data output

Automatic power off

Data output

Ratchet stop

Carbide spindle tip

Code Range

380-001-01

380-001-02

380-001-03

380-001-04

0-25mm/0-1"

0-25mm/0-1"

0-25mm/0-1"

0-25mm/0-1"

±6μm

±6μm

±6μm

±6μm

Accuracy

A

B

C

D

Type

2
7
.5

Ø8 Ø4.7

1
6

type C type D

Ø3.5
8

Ø1.88

type Btype A

380-001-04

unit: mm

DIGITAL CYLINDRICAL ANVIL TUBE 
MICROMETER

SERIES 380

Application

Data output

Setting standards(included) Application

341-001-04

Measure the wall thickness of tube, bearing 

and rings

Graduation: 0.01mm

Carbide measuring faces

Ratchet stop

Setting standards are included

( except 0-25mm)

31

57

31

57

31

31

L

24

32

24

32

24

24

h

6μm

6μm

6μm

6μm

6μm

6μm

341-001-01

341-002-01

341-001-02

341-002-02

341-001-03

341-001-04

Accuracy

A

A

B

B

C

D

0-25mm

25-50mm

0-25mm

25-50mm

0-25mm

0-25mm

AnvilRangeCode
Setting standards

(included)

-

25mm

-

25mm

-

-

2
7
.5

Ø8 Ø4.6

1
6

anvil C anvil D 

Ø3.4

8

anvil B  

Ø1.8

8

anvil A 

unit: mm
L 17.5 65

Ø
1
8

h

TUBE MICROMETERSERIES 341
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380-001-01

IP67IP65


