
For containing pin gauges

524-001-01

 Gauge rangeCode

524-001-01

524-001-02

524-001-03

524-001-04

0.10-10mm 

Max. packed QTY

51

72

50

32

10-13mm 

13-20mm 

20-34mm 

INDIVIDUAL CERAMIC PIN GAUGESERIES 528

Meet DIN2269, grade 1

Made of carbide 

Hardness HRA90-90.5

Diameter accuracy:±1μm

CERAMIC PIN GAUGE SETSERIES 528

523-1000-51T 523-300-101T

Code Diameter(mm) Step Quantity

523-1000-51T

523-1050-51T

523-1100-51T

523-1150-51T

523-1200-51T

523-1250-51T

523-1300-51T

523-1350-51T

523-1400-51T

523-1450-51T

10.00-10.50

10.50-11.00

11.00-11.50

11.50-12.00

12.00-12.50

12.50-13.00

13.00-13.50

13.50-14.00

14.00-14.50

14.50-15.00

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

51

51

51

51

51

51

51

51

51

51

Code Diameter(mm) Step Quantity

523-100-091T

523-200-101T

523-300-101T

523-400-101T

523-500-101T

523-600-101T

523-700-101T

523-800-101T

523-900-101T

523-1000-101T

0.10-1.00

1.00-2.00

2.00-3.00

3.00-4.00

4.00-5.00

5.00-6.00

6.00-7.00

7.00-8.00

8.00-9.00

9.00-10.00

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

91

101

101

101

101

101

101

101

101

101

GAUGE

213

Code

528-0150-51

528-0200-51

528-0250-51

528-0300-51

528-0350-51

528-0400-51

528-0450-51

528-0500-51

528-0550-51

528-0600-51

528-0650-51

528-0700-51

528-0750-51

528-0800-51

528-0850-51

528-0900-51

528-0950-51

528-1000-51

Diameter(mm) Step Quantity

1.00-1.50 

1.50-2.00

2.00-2.50

2.50-3.00

3.00-3.50

3.50-4.00

4.00-4.50

4.50-5.00

5.00- 5.50

5.50-6.00

6.00-6.50

6.50-7.00

7.00-7.50

7.50-8.00

8.00-8.50

8.50- 9.00

9.00- 9.50

9.50-10.00

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

51

51

51

51

51

51

51

51

51

51

51

51

51

51

51

51

51

51

Code Diameter(mm) Step Quantity

528-0200-101

528-0300-101

528-0400-101

528-0500-101

528-0600-101

528-0700-101

528-0800-101

528-0900-101

528-1000-101

1.00-2.00

2.00-3.00

3.00-4.00

4.00-5.00

5.00-6.00

6.00-7.00

7.00-8.00

8.00-9.00

9.00-10.00

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

0.01mm

101

101

101

101

101

101

101

101

101

Code Diameter(mm) Step Quantity

528-0105-41

528-0510-51

528-0110-91

1.00-5.00

5.00-10.00

1.00-10.00

0.1mm

0.1mm

0.1mm

41

51

91

Meet DIN2269, grade 1

Diameter range: 

Diameter accuracy: 

Made of ceramic, extremely wear resistance,

corrosion resistance and dimensional stability

1.00-10.00mm

±1μm

Code explanation:

Meet DIN2269, grade 1

Diameter range: 01.000-10.000mm

Diameter accuracy: ±1μm

Made of ceramic, extremely wear resistance,

corrosion resistance and dimensional stability

528-

diameter

Example:

5

10

528-05000-1

528-10000-1

Size(mm)Code

-1

528-0650-51 528-0300-101

528-10000-1

5
0

unit mm: 


