
Measure rotary speed, line speed

With back light

Real-time/ Max/Min/avarage measurement

Can review the last measuring value

CONTACT TYPE TACHOMETERCT900
AAA

Weight

Accuracy

Sampling time

Range

Resolution(d)

SPECIFICATION

0.8s ( above 60rpm)

2x1.5V AAA battery

55×33×158 mm

106g

0.5-19999rpm

0.05-1999.9m/min

0.1rpm (＜1000rpm), 1rpm (≥1000rpm)

0.01m/min (＜100m/min), 0.1m/min (≥100m/min)

±(0.5%+d)rpm(＜300rpm)

±(0.05%+d)rpm(≥300rpm)

±(0.1%+d)m/min

line speed

rotary speed

line speed

rotary speed

rotary speed

line speed

1pc

1pc.each

OPTIONAL ACCESSORIES

Main unit

Accessories ( 5 types)

AAA battery 2pcs

Power supply

Dimension

wheel clamping sleeve

small cone cone cone cavity

VIDEO

SPECIFICATION

Accuracy
＜1000rpm

Measuring range

Measuring distance

Power supply

Dimension

Weight

Resolution

2.5-99999rpm

0.1rpm

1rpm

±(0.1%+5d)rpm, d is resolution

±(1%+5d)rpm, d is resolution

50-500mm

2x1.5V AAA batteries

56×30×127 mm

106g

＜1000rpm

  ≥1000rpm

With back light

Real-time/ Max/Min/avarage measurement

Can review the last measuring value

LASER TACHOMETERLT900

  ≥1000rpm

AAA

430

PORTABLE


