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To measure the hardness of thick workpieces 

made of pure aluminum, aluminum alloy, fiber

 reinforced plastic, hard plastic, etc.

Comforms to ASTM B648-2000

The scale of DHB937-2 can converted to HW, HV

HBW and HRE 

DIGITAL BARCOL HARDNESS TESTERSERIES DHB937

358

HARDNESS

DHB937数显巴氏硬度计

技术参数

最小工件厚度

电源

尺寸

重量

 

 

 

0.8mm

3节7号电池

180×70×90mm

800g 

精度
±2HBa (42 ~ 48HBa)
±1HBa (84 ~ 88HBa)

0 ~ 100HBa ( 25 ~ 150HBW)

0.1HBa

硬度值范围

分辨率
标准配件

用于测量铝合金, 硬塑料等材料

更换压针简易

DHB937-2可转换成韦氏(HW), 维氏（HV）, 

布氏（HBW）, 洛氏（HRE）单位

Certificate����

主机

备用压头

满量程标准片

硬度块

扳手

 

 

1台

2个

1块

2个

1个

SPECIFICATION

Min. workpiece thickness

Power supply

Dimension

Weight

 

 

 

0.8mm

3×AAA batteries

180×70×90mm

800g 

Accuracy
±2HBa (42 ~ 48HBa)
±1HBa (84 ~ 88HBa)

0 ~ 100HBa ( 25 ~ 150HBW)

0.1HBa

Hardness range

Graduation

Code

Yes

DHB937-1 DHB937-2

NoScale conversion

INCLUDED ACCESSORIES 

Main unit

Spare indenter

Calibration block

Battery

Hardness test block

Wrench

 

 

1pc

2pcs

1pc

3pcs

2pcs

1pc

DHB937-1
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