
2 lines(cross line)

With auto-level mode

Stand

Class IILaser class

Laser beam green

Power supply 2×AA

±3mm/10mHorizontal/vertical accuracy

Leveling accuracy

Leveling range 4°±1°

±3mm/10m

  255gWeight

Dimension 66x75x76mm

Protection level    IP54

   30mWorking distance(Line)

Laser wavelength    510-530nm

Operation temperature -10°C- 50°C

STANDARD DELIVERY

Stand

Battery

Main unit 1pc

1pc

2pcs

SPECIFICATION

LASER LEVELLL030

4kg

1.5µm*

0. µ µ1 m/1 m

0°C - 40°C

110x110mm

1-1.5N

0.5 mµ

0-50mm

1pc

1pc

3pcs

2pcs

1pc

1µm

100-240V adapter

Code HG50

1pc

HG100

*working temperture is 20±1°C

3µm*

0-100mm

INCLUDED ACCESSORIES

Main unit

Working table 

Needle contact point

Flat contact point

AD/DC adapter

Spindle lift knob  

Measuring range

Repeatibility

Tip force

imension of working table

P

Working temperature

Weight

D

Flatness of working table

ower supply

Resolution

Accuracy

SPECIFICATION

Ø1.5x40mm

Ø1.5x20mm

SR0.4x25mm

SR0.4x17mm

SR0.2x25mm

contact point (included)

With 

High accuracy

Response speed: max. 500mm/sec

Working table is made of ceramic

spindle lift knob

Optional accessories series 270 

PRECISION HEIGHT GAGEHG50/100

324

CertificateCertificate

AA

PORTABLE

IP67IP54


