
ROUGHNESS TESTERSR110

SPECIFICATION

Range (Ra)

Probe          

            

Parameters

Accuracy

  

Resolution (Ra)

type

stylus radius/angle

stylus material

±10µm 

±15%

0.001µm

piezoelectric

0.5N

0.25/0.8/2.5mm

built-in rechargeble battery

114×82×33mm

160g

1.25/4/5mm

10µm/90°

diamond

µm/µin

Ra, Rz, Rq, Rt

Measuring force

Cut off

Evaluation length

Power

Dimension(L×W×H)

Weight

Measuring unit

Main unit

Calibration block

Calibration support

USB cable 

AC/DC adapter

INCLUDED ACCESSORIES

1pc

1pc

1pc

1pc

1pc

Pocket size

Automatic power off

316

0.1,  0.05 m 

0.2,  0.4,  0.8,  1.6µm 

0.05,  0.1,  0.2,  0.4,  0.8,  1.6µm 

0.4,  0.8,  1.6,  3.2,  6.3,  12.5µm 

0.4,  0.8,  1.6,  3.2,  6.3,  12.5µm 

0.4,  0.8,  1.6,  3.2,  6.3,  12.5µm 

µ

Roughness (Ra)

2

4

6

6

6

6

Quantity

External grinding

Plain grinding

Horizontal milling

Vertical milling 

Turning

Flat lapping

Machining method

For checking, identifying and specifying the

 roughness by symbol

Accuracy: -17% ~ +12% 

SURFACE ROUGHNESS SPECIMENRC30
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