
SPECIFICATION

INCLUDED ACCESSORIES

OPTIONAL ACCESSORIES

 

 Measuring range

 Accuracy

Resolution

Humidity

Power supply

Weight

Dimension

For quick measuring wood moisture

Easy to operate

 Measuring range

 Accuracy

Resolution

Moisture

 Measuring range

 Accuracy

Resolution

Temperature

1pc

2pcs

Main unit

Battery

WMM700-EPExtension probe

Extension probe (Optional)

2-40%/50%/60%/70%(for different wood)

 ±

%

-10 ℃-60℃

 ±1%

℃

±5% RH

0.1% RH

2 ×AAA

1%+0.5

0.5 

0.1 

20%RH-95%RH

107g

136×55×60mm

WOOD MOISTURE METERWMM700

SPECIFICATION

Magnification

View field 

Distance measuring accuracy 

Speed measuring accuracy 

Power supply

Laser

Weight

Dimension 

Measuring range

INCLUDED ACCESSORIES

Main unit

USB cable

1pc

1pc

IP54 protection

Can measure distance, angle and speed

Power off automatically
256M

443M

512M

Distance, angle measurement

Speed  measurement

3m-1500m

8X

7°

±1m

±5km/h

Rechargeable battery(for 30000 times)

635nm<1mW

197g

104×77×41 mm

LASER DISTANCE METERTM1200

320

AAA

Charge

PORTABLE

IP67IP54


