
VIDEO

TW135

Clockwise or anti-clockwise operation

Unti: N.m,  in.lb,  ft.lb, kg.cm

Peak or real-time working mode 

Automactic power off

With calibration certificate

SPECIFICATION

0.7~3.5N.m
6~30in.lb

1.8~9N.m
15~75in.lb

3.6~18N.m
30~150in.lb

28~140N.m
20~100ft.lb

7~35N.m
60~300in.lb

48~240N.m
35~175ft.lb

70~350N.m
50~250ft.lb

14~70N.m
120~600in.lb

Code

Range

TWD3 TWD9 TWD70 TWD350TWD18 TWD140TWD35 TWD240

±3% ±3% ±3% ±3%±3% ±3%±3% ±3%

0.05N.m

0.5in.lb

0.1N.m

1in.lb

0.2N.m

2in.lb

2N.m

1ft.lb

0.5N.m

5in.lb

3N.m

2.5ft.lb

2.5N.m

2.5ft.lb

1N.m

10in.lb

254mm

1/4"

480g

254mm

1/4"

480g

254mm 546mm 546mm 546mm254mm 378mm

3/8" 1/2"3/8" 1/2" 1/2"3/8"

480g 1300g 1300g 1300g480g 820g

Accuracy

Graduation

Square drive

Length

Weight

TWD70

Clockwise and counter-clockwise operation

Comforms to DIN ISO 6789, ASME B107.300

L

SPECIFICATION

2.4 ~ 12

0.01N.m 

4 ~ 20

0.01N.m 

27 ~ 135

0.1N.m 

6 ~ 30

0.1N.m 

40 ~ 200 68 ~ 340

1N.m 1N.m

Code

Range( .m)

Resolution

  

Size of square drive

Length(L)

Weight

Power

N

±3% ±3% ±2% ±2%±2%±2%

TW12 TW200 TW340TW30 TW135

±4% ±4% ±3% ±3%±3%±3%

1/4" 1/4" 1/2" 1/2"3/8"1/4"

390mm

900g

390mm

900g

530mm 650mm

1400g 1800g

415mm

950g

390mm

900g

2xAA batteries

100 ~ 500

1N.m 

±2.5%

TW500

±3.5%

3/4"

950mm

3400g

170 ~ 850

1N.m 

±2.5%

TW850

±3.5%

3/4"

1220mm

4400g

Clockwise

Anti-clockwise
Accuracy 

300 ~ 1500

1N.m 

±2.5%

TW1500

±3.5%

1"

1800mm

13kg

400 ~ 2000

1N.m 

±2.5%

TW2000

±3.5%

1"

1800mm

14kg

TW20
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